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AVC-V4/AVM-V4 Base series

AVC-100,130,160,165,200/V4

AVM-130,160,165,200/V4
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AVM-V4 DIMENSIONS
AVM-V4 DIMENSIONS mm/kg

Model NO. Weight

AVM-130V4

AVM-160V4

AVM-165V4

AVM-200V4

455 - 102 565 294 110 110 190 70 15 - 115 55 19 201 400 100 60 20 25 90 320 400 40 35KN 119kg

635 - 160 650 320 115 125 210 85 15 - 130 58 19 245 480 110 65 20 25 90 400 500 40 43KN 156kg

600 - 160 715 320 115 125 210 85 15 - 130 58 19 310 545 110 65 20 25 90 400 500 40 43KN 174kg

620 - 200 748 340 128 130 220 90 18 - 150 63 19 290 550 110 80 30 28 120 400 500 40 60KN 202kg
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AVC-V4 DIMENSIONS
AVC-V4 DIMENSIONS mm/kg

Model NO. Weight

AVC-100V4

AVC-125V4

AVC-160V4

AVC-165V4

AVC-200V4

390 - 100 470 260 80 105 170 65 15 - 105 48 19 150 330 100 55 20 22 60 320 400 40 131kg

455 - 130 535 294 80 110 190 70 15 - 115 55 19 201 400 100 60 20 25 60 320 400 40 187kg

535 - 160 616 320 81 125 210 85 18 - 130 58 19 245 480 110 65 20 25 90 400 500 40 281kg

600 - 160 681 320 81 125 210 85 18 - 130 58 19 310 545 110 65 20 25 90 400 500 40 317kg

620 - 200 710 340 90 130 220 90 18 - 150 63 19 290 550 110 80 30 28 120 400 500 40 373kg
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Clamping
Force

Out-jaw is 
optional.

Out-jaw is 
optional.

Special Design is Welcome!

Special Design is Welcome!

4 Uprights Mounting Wellock MC 
Machine-type Precision Vise

4 Uprights Mounting Wellock MC 
Mechanical Power-type Precision Vise


