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TLR Workholding series

Double clamping Tombstone

ALR Workholding series

Tombstone 

ALR Dimensions

TLR-4400/6500ALR-6500

TLR Dimensions
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ALR DIMENSIONS mm/kg

NO

560    159.2   680   406 120   146   300   86   18   M16   80   53   19   330   514   90   63   20   26.5   50   200   250   300    275kgALR-6500

Weight

NO

98.4    25      35        25ALR-6500

A B C D E GF IH J K L N O R S T U W XV1 V2 V3M Q

TLR DIMENSIONS mm/kg

NO

445         102  499  366  54   242.5 300  55 15  M16   69     38   14  90   90        17.5  40 160  200  250  300  63.5  25   35   25    220kg

560         152  660  383 100   300   300  66 18  M16 86.5  44.5 19 125  90             23.8  50          200  250  300  98.4  25   35   25    270kg

TLR-4400

TLR-6500
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The maximum clamping force for
ALR-6500 is 4500KN.

Rigid and tensile ductile iron 
FCD-60(80,000PSI) vise body. Slide 
surface flame hardened to HS65°
to maintain the accuracy.

Rigid and tensile ductile iron 
FCD-60(80,000PSI) vise body.
Slide surface flame hardened to HS65°
to maintain the accuracy.


