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AVQ-V2/AVL-V2 Base seriesALQ-V2 Base series

ALQ-V2 DIMENSIONS

ALQ-160,200/V2
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ALQ-V2 DIMENSIONS mm/kg

Model NO. WeightClamping
Force

ALQ-160V2

ALQ-200V2

553 - 159.2 673 336 120 126 230 86 18 - 80 53 19 330 514 110 63 20 26.5 98.4 200 250 320 400       40            45KN  198kg

622.5 - 199.5 750.5 356 128 141 240 101 18 - 95 58 19 367.5 581.5 110 73 20 29 120 200 250 320 400      40            50KW  265kg

AVL-100,125,160,200,235/V2

AVQ-V2 DIMENSIONS
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AVQ-V2 DIMENSIONS mm/kg

Model NO. Weight

AVQ-100V2

AVQ-125V2

AVQ-160V2

AVQ-200V2

362 - 102 466 260 104 113 170 73 15 - 86.5 45 14 140 314.5 100 55 17 22.5 58 160 200 - 320 40 103kg

428 - 124.7 533 306 105 118 200 78 15 - 87.5 53 14 201 381.5 100 63 20 26.5 60 160 200 - 320 40 135kg

523 - 159.2 643 336 120 126 230 86 18 - 80 53 14 295 479 110 63 20 26.5 98.4 200 250 320 400 40 188kg

572.5 - 199.5 700.5 356 128 141 240 101 18 - 95 58 14 320 534 110 73 20 29 120 200 250 320 400 40 249kg

AVL-V2 DIMENSIONS
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AVL-V2 DIMENSIONS mm/kg

Model NO. Weight

AVL-100V2

AVL-125V2

AVL-160V2

AVL-165V2

AVL-200V2

AVL-235V2

362 - 102 466 260 104 113 170 73 15 - 86.5 45 19 140 314.5 100 55 17 22.5 58 160 200 - 320 40 97kg

428 - 124.7 533 306 105 118 200 78 15 - 87.5 53 19 201 381.5 100 63 20 26.5 60 160 200 - 320 40 129kg

523 - 159.2 643 336 120 126 230 86 18 - 80 53 21 295 479 110 63 20 26.5 98.4 200 250 320 400 40 188kg

553 - 159.2 673 336 120 126 230 86 18 - 80 53 21 330 514 110 63 20 26.5 98.4 200 250 320 400 40 198kg

572.5 - 199.5 700.5 356 128 141 240 101 18 - 95 58 19 320 534 110 73 20 29 120 200 250 320 400 40 242kg

622.5 - 199.5 750.5 356 128 141 240 101 18 - 95 58 19 367.5 581.5 110 73 20 29 120 200 250 320 400 40 256kg
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AVQ-100,125,160,200/V2

Clamping
Force

25 KN

35KN

45KN

50KN

MC Mechanical Long Power vise with large opening and lockwell 
Anti-Lift Mechanism is most suitable for VMC & HMC. This vise 
owns 3 patents and has the honor to get TAIWAN EXCELLENCE 
2010.

Force Adjustable System(patented) makes the force setting easier & 
steadier, moreover, it has constant pressure function & over 
pressure protection.

Patented Mechanical Booster is fully sealed against dust, chips and 
cutting fluid for extended life time.

Lockwell Anti-Lift mechanism(patented) ensures the workpiece does 
not deflect and lift.

Unique Out-jaw design increase the clamping capacity.

Rigid and tensile ductile iron FCD60(80,000PSI) vise body. Slide 
surface flame hardness to HS65° to maintain the accuracy. SC50C 
jaw-plate has been Carburizing heat treated the hardness to HR54°.

Unique design facilitates the evacuation of chips.

Special Design is Welcome!

Special Design is Welcome!

Special Design is Welcome!

2 Uprights Mounting MC Mechanical Long 
Power-type Precision Vise

2 Uprights Mounting MC Mechanical 
Power-type Precision Vise

2 Uprights Mounting MC Lockwell
Super-type Precision Vise


