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Features
1. Body is made of high quality cast iron, which resists deflection or bending, and its

sliding surface is flame hardened and ground.
2. Jaws are made of special steel, which is hardened and ground.
3. Hydra-Booster provides a steady clamping force against shocks and vibrations during

the operation. The work piece is held securely with
the aid of disc-springs mounted inside the vise.

4. Clamping force may be freely adjusted with this
base line as a guide, it magnifies a small force
into an enormous clamping force by
virtue of its unique Hydra-Booster feature.

5. Hydra-Power Machine Vise eliminates the
need for auxiliary equipment such as a
hydraulic pump, hose and air compressor.

SWIVEL BASE

Optional Accessories

Order 
No. Model A 

mm
B 

mm
C 

mm
a 

mm
b 

mm
c 

mm
d 

mm
e 

mm
f 

mm
g 

mm
h 

mm
i 

mm
j 

mm
k 

mm
Max Clamping 

force (kgf)
Weight (kg) 

Body Swivel Base
425-140 AH-4 100 36 170 525 430 130 160 94 60 78 100 155 263 120 2500 18 7
425-141 AH-5 125 46 220 670 540 165 185 118 72 97 117 185 341 145 3500 34 12
425-142 AH-6 150 51 300 800 620 200 240 133 82 116 125 247 380 200 5000 55 16
425-143 AH-8 200 62 300 900 700 240 280 162 100 160 165 266 435 240 8000 90 16

Hydraulic Vise
MODEL: AH

Order 
No. Model A 

mm
B 

mm
C 

mm
Weight 

(kg) 
425-144 SB-402 240 22 25 7
425-145 SB-502 280 266 32 12
425-146 SB-602 330 310 35 16
425-147 SB-802 375 355 40 16
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Order 
No. Model A 

mm
B  

mm
C  

mm
D 

mm
E 

mm
F 

mm
G 

mm
H 

mm
I 

mm
J 

mm
425-160 KR-6 360 630 48 127 210 18 145 160 198 19

Heavy Duty Precision Vise
MODEL: KR

Features
1.	 Stationary front jaw.
2.	 The back jaw moves along with the slide 

reducing the tendency to deflect, preventing 
the work piece from lifting.

3.	 Jaws and body are of steel contruction
4.	 Hardened & ground on all sliding and 

contacting surfaces.
5.	 Ideal for CNC application.

Order 
No. Model A 

mm
B 

mm
C 

mm
Weight 

(kg) 
425-163 KR-6B 280 266 32 12

SWIVEL BASE

Optional Accesseries

SWIVEL BASE

Optional Accesseries

Jaw Width 145mm (6")

Jaw Opening 210mm (8-1/2")

Jaw Depth 48mm (1-7/8")

Overall Height 127mm (6")

Net Weight (w/o base) 40 kgs

Heavy Duty Precision Horizontal Vise
MODEL: KR-6G

Features
1.	 Stationary front jaw.
2.	 The back jaw moves along with 

the slide reducing the tendency to 
deflect, preventing the work piece 
from lifting.

3.	 Jaws and body are of steel 
contruction

4.	 Hardened & ground on all sliding 
and contacting surfaces.

5.	 Ideal for CNC application.

Order 
No. Model A 

mm
B 

mm
C 

mm
Weight 

(kg) 
425-163 KR-6B 280 266 32 12

Order 
No. Model A 

mm
B  

mm
C  

mm
D 

mm
E 

mm
F 

mm
G 

mm
H 

mm
I 

mm
J 

mm
425-161 KR-6G 360 630 48 127 210 79 145 145 160 19
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Precision Milling Vises
MODEL: V-TYPE - HIGH PRECISION

Precision Milling Vises
MODEL: VA-ECONOMY

Features
• The vise-plate position can be changed to increase the clamping ranges.
• The bed of the vise and the jaw plates are hardened and ground.

Order 
No. Model A 

mm
B 

mm
C 

mm
a 

mm
k 

mm
c 

mm
d 

mm
e 

mm
f 

mm
Gross Weight (kg) 

Plain With Swivel base
425-170 VA-4 102 36 103 325 165 96 243 31 6 16 20
425-171 VA-6 152 46 142 418 209 119 328 39 9 36 42
425-172 VA-8 200 62 197 548 295 147 416 45 11 70 80

ORDER NO. 425-175 425-190
Model No. V695 TL810A

JAW

Open Max. (in.) 9.5” 10”

Depth (in.) 2” 2.2”

Width (in.) 6” 8”

Height (in.) 4.88” 7.47”

OAL (in.) 18” 21.8”

Overall Width (in.) 9.13” 11.5”

Weight (lbs.) 88 150

V690, V810
Features:
• Extra opening jaw capacity

9.5”/V695 and 10”/ TL810A
• Built-in, pull down design prevents

work piece from lifting. For every
1 Lb. horizontal clamping pressure
creates 1/2 Lb. of pull down
pressure on the movable jaw.

• Oversized main lead screw
design allows for greater torque loads 
and clamping forces.

• Combination of angular thrust bearings
and precision roller bearings provide true 
alignment along with higher torque loads and clamping forces.

• Jaw plate accepts a variety of popular shaped replacement jaws
and are interchangeable with other brands on the market today.

• High accuracy of parallelism from top of bed jaw ways to bottom of
bed base: 0.0004” per 4”.

• Parallelism and perpendicularity of vise jaws: 0.002”.
• Base of vise is precision cast from fine grained, stress relieved FC30

cast iron which is induction hardened to RC50+. The jaw ways are
precision ground providing long-term accuracy and wear resistance.
The vise jaws are manufactured from high frequency steel alloy,
then induction hardened and precision ground for added strength,
hardness, durability and precision.

• Coolant trough is cast into base along with lugs for easy clamping
to machine tool table and/or 360 degree swivel base which is an
optional accessory.

SWIVEL BASE

Optional Accessories

ORDER NO. MODEL
425-176 V690SB
425-191 TL810ASB
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